American Dryer Corp.

AD-310

INLET PIPE CONNECTION (NON-TILT/TILT)

(2) 1-1/2 M.N.P.T

MAXIMUM CAPACITY (DRY WEIGHT) 310 Ib 140.61 kg

MINIMUM LOAD SIZE 205 Ib 92.99 kg

TUMBLER DIAMETER 62-1/2" 158.75 cm

TUMBLER DEPTH 60" 152.40 cm

TUMBLER VOLUME 106.50 cu ft 3015.744 L

DOOR OPENING (WIDTH X HEIGHT) 36-3/4" x 43" 93.35 cm x 109.22 cm

DOOR SILL HEIGHT, LEVEL 36-1/2" 92.71 cm

DOOR SILL HEIGHT, REAR TILT 53" 134.62 cm

DOOR SILL HEIGHT, FRONT TILT 33-1/2” 85.09 cm

CABINET OPERATING DEPTH, LEVEL (1 DOOR/2 DOOR) 72-3/4" | 78 184.79 cm / 198.12 cm

CABINET WIDTH 82-1/2” 209.55 cm

REAR TILT 15°

FRONT TILT 15°

WATER CONNECTION 3/4" F.N.P.T.
CABINET REAR TILT HEIGHT 122-7/16” 310.99 cm
CABINET OPERATING HEIGHT, LEVEL 114-1/4" 290.20 cm
CABINET FULL TILT DEPTH 116-7/16" 295.75 cm
APPROX. NET WEIGHT 5,000 Ib 2,267.96 kg
APPROX. SHIPPING WEIGHT 5,310 Ib 2,408.58 kg
VOLTAGE AVAILABLE 208-575v 3@ 3,4w 50/60 Hz
TUMBLER/DRIVE MOTOR 5 hp 3.73 kW

w BLOWER/FAN MOTOR (REAR/SIDE EXHAUST) 15 hp /25 hp 11.19 kW / 18.64 kW
BURNER BLOWER MOTOR N/A
m BURNER TYPE On / Off
w HEAT INPUT 1,125,000 Btu/hr I 283,495 kcal/hr

./ 1-1/2" M.N.P.T.

MAXIMUM GAS PRESSURE 12 in WC 29.89 mb
AIRFLOW 6,500 cfm 184.06 cmm
MAXIMUM EXHAUST BACK PRESSURE 0.3 in WC 0.75 mb
EXHAUST DIAMATER 24" 60.96 cm

COMPRESSED AIR PRESSURE

80 psi (+ 10 psi)

5.52 bar (* 0.69 bar)

COMPRESSED AIR VOLUME (1-WAY/2-WAY TILT)

11 cfh / 11 cfh

0.31 cmh / 0.31 cmh

COMPRESSED AIR CONNECTION (NON-TILT/TILT)

3/8” F.N.P.T. / 3/8

" Quick Connection

CABINET REAR TILT HEIGHT 127-1/2" 323.85 cm
CABINET OPERATING HEIGHT, LEVEL 126-1/2" 321.31 cm
CABINET FULL TILT DEPTH 113-7/16" 288.13 cm
APPROX. NET WEIGHT 5,425 |b 2,460.74 kg
APPROX. SHIPPING WEIGHT 5,735 |b 2,601.35 kg
VOLTAGE AVAILABLE 208-575v 3¢ 3,4w 50/60 Hz
TUMBLER/DRIVE MOTOR 5 hp 3.73 kW
BLOWER/FAN MOTOR 25 hp 18.64 kW
BOILER HORSEPOWER (NORMAL LOAD) 35 Bhp

SUPPLY CONNECTION 2" M.N.P.T.

RETURN CONNECTION (NON-TILT/TILT)

2" M.N.P.T./ 1-1/4” M.N.P.T.

Steam

STEAM CONSUMPTION 1,153 Ib/hr 522.99 kg/hr
AIRFLOW 8,500 cfm 240.69 cmm
MAXIMUM EXHAUST BACK PRESSURE 0.3in WC 0.75 mb
EXHAUST DIAMETER 24" 60.96 cm

COMPRESSED AIR PRESSURE

80 psi (+ 10 psi)

5.52 bar (x 0.69 bar)

COMPRESSED AIR VOLUME (1-WAY/2-WAY TILT)

11 cfh / 11 cfh

0.31 cmh / 0.31 cmh

COMPRESSED AIR CONNECTION (NON-TILT/TILT)

3/8” F.N.P.T. / 3/8

" Quick Connection

Shaded areas are stated in metric equivalents
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310 TILTINGs 1 DOOR/FORWARD TILT GAS MODEL

x BOTH GAS AND STEAM TILT\NG UNITS MUST BE SUPPLIED WITH CLEAN, DRY, REGULATED AR AT
80 PSI + 10 PS| (552

*x DUCTWORK SIZE VAR\ES WITH \NSTALLATION CONDITIONS. EXHAUST STATIC PRESSURE SHOULD
NOT EXCEED 0.3" WATER COLUMN (0.74 mb).

T »xx SIZE OF PIPING TO DRYER VARES WITH INSTALLATION CONDITIONS. CONTACT FACTORY FOR ASSISTANCE.
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310 TILTING* 1 DOOR s FORWARD AND REAR TILT GAS MODEL

» BOTH GAS AND STEAM TILTING UNITS MUST BE SUPPLIED WITH CLEAN, DRY, REGULATED AR AT
80 PSI + 10 PSI (552 BAR + .69 BAI

> DUCTWORKE.?IZE VARES WITH INSTALLATION CONDITIONS. EXHAUST STATIC PRESSURE SHOULD

L

03" WATER (Ol

LUMN (0.74 mb).

*xx SIZE OF PIPING TO DRYER VARIES WITH INSTALLATION CONDITIONS. CONTACT FACTORY FOR ASSISTANCE.
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3810 TILTING* 1 DOOR s FORWARD AND REAR TILT STEAM MODEL
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310 TILTING* 2 DOOR/REAR TILT GAS MODEL

* BOTH GAS AND STEAMA'RLTINéG9 LéNITS MUST BE SUPPLIED WITH CLEAN, DRY, REGULATED AR AT

80 PSI + 10 PSI (552 B

*» DUCTWORK SIZE VARIES WITH INSTALLATION CONDITIONS. EXHAUST STATIC PRESSURE SHOULD
mb).

NOT EXCEED 0.3° WATER COLUMN (0.74

xx SIZE OF PPING TO DRYER VAREES WITH INSTALLATION CONDITIONS. CONTACT FACTORY FOR ASSISTANCE.
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* BOTH GAS AND STEAM TILTING UNITS MUST BE SUPPLIED WITH CLEAN, DRY, REGULATED AIR AT 80 PSI +/- 10 PSI (5.52 BAR +/- 0.62 BAR)
*x DUCTWORK SIZE VARIES WITH INSTALLATION CONDITIONS. EXHAUST STATIC PRESSURE SHOULD NOT EXCEED 0.3" WATER COLUMN (0.74 mb).
*xx SIZE OF PIPING TO DRYER VARIES WITH INSTALLATION CONDITIONS. CONTACT FACTORY FOR ASSISTANCE.
*xxx THE FIRE SUPPRESSION SYSTEM MUST BE SUPPLIED WITH WATER AT A PRESSURE OF 40 PSI MIN./100 PSI MAX. (2.8 BAR MIN./6.9 BAR MAX..
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310% NON-TILT STEAM MODEL

% BOTH GAS AND STEAM TILTING UNITS MUST BE SUPPLIED WITH CLEAN, DRY, REGULATED AIR AT 80 PSI +/- 10 PSI (5.52 BAR +/- 0.62 BAR)
**x DUCTWORK SIZE VARIES WITH INSTALLATION CONDITIONS. EXHAUST STATIC PRESSURE SHOULD NOT EXCEED 0.3" WATER COLUMN (0.74 mb).
**x SIZE OF PIPING TO DRYER VARIES WITH INSTALLATION CONDITIONS. CONTACT FACTORY FOR ASSISTANCE.
**xxx THE FIRE SUPPRESSION SYSTEM MUST BE SUPPLIED WITH WATER AT A PRESSURE OF 40 PSI MIN./100 PSI MAX. (2.8 BAR MIN./6.9 BAR MAX.).

76 1/2
" Bl ouer — | Fo%20 MNPT. STEAM
T~ L~ RETORN CONNECTION
1 -] t
75 58
[190.51 ° [147.321
0
Ll N
xx%x 2' MN.P.T. STEAM
SUPPLY CONNECTION
10 TOP VIEW
[25.41
_»
155881 14 5/8
19 172 | 14223
0 _ 58 _ 24 [49.53]
[25.41 (147.31 [5.721 eedd j
PER =
“Z‘“/ = 26 3/4
q A 5 E 167.951
] 5 1/2 ’ | o | b
2 1/2 LINT
: (6.351 126 1/2 t13:973 69 U D @ 5 DRAWER
5 3 (321311 116 1/2 [175.26] . 1 /(our FRONT)
i [295.91] oo
{ ] FRONT
y e
xx 24° DIA 36 1/2 n <
| Y - Eomecton g2 71]gﬁ?R 30 3/4 | f D |
| CONNECTION 178411
l |
FRONT
*x 24" DIA
8 S/SJ 18 5/8 L T * lis ,I S~ ExtiaUST bucT
4 [38.11 CONNECTION
Le4:S [47.31 [ 3747 EN (OUT REAR)
wATeR CaNNECTION
6 178 10 1161716 __'N___ 3/8 FNP.T. COMPRESSED AR 21304 || —
[15.61 [25.4] [156.051 CONNECTION [55.251] 82 1/2
_ fé 01; g’] [209.551
RIGHT SIDE VIEW ’ FRONT VIEW

N

REPOSITIONED ELECTRICAL CONNECTION

BM.

3/17/11 | DX

REPOSITIONED WATER AND AIR_CONNECTIONS

[

2/24/11 | MW




_C

American Dryer Corp.

88 Currant Road  Fall River, MA 02720
Tel. 508-678-9000 * Fax 508-678-9447
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